
Eigenschaften und Vorteile
Verbindungs- oder Verteilmöglichkeiten für Campus-
oder Gebäudeverkabelung
Geeignet für Feldkonfektionierung und Fusionsspleißen

Nimmt CCH Adapterpanels und Einschübe auf
Ermöglicht den Einsatz verschiedener vorkonfektionierter
und feldkonfektionierter Strecken

Abschließbare, transparente Seitentür
Verbesserte Sicht und einfacher Zugriff erleichtern das
Arbeiten

Herausnehmbare Zugentlastung
Flexible Installationen und Änderungen (MACs)

Einzelne Faser- und Kabelführungen
Unterteilen und schützen Faserbündel und erleichtern die
Installation

WCH Gehäuse, für 2 CCH Adapterpanels/Einschübe WCH Gehäuse, für 4 CCH Adapterpanels/Einschübe

Corning wall-mountable connector housing (WCH) product
family offers enhanced innovative features that make
installation and troubleshooting of fiber optic connectivity
faster, easier and more cost-effective. From fiber and cable
routing and strain-relief to port labeling and termination,
these housings reduce the risk of error that can disrupt
networks.

The WCH housing provides interconnect or cross-connect
capabilities between the outside plant, riser or distribution
cables and the opto-electronics. With the WCH-02P (two
panels, cassettes or modules), WCH-04P (four panels,
cassettes or modules), and WCH-06P (six panels,
cassettes or modules) capacity, the rugged metal housings
can be wall mounted in main cross-connects,
telecommunication rooms or other areas where space is a
premium. Units accept standard closet connector housing
(CCH) cassettes, connector panels and modules for a
variety of connectivity options.

The WCH product family features a clear, transparent
jumper side door for easy visibility during installation and
testing, easy-to-use recessed mounting holes with
mounting screws, documentation labels, removable strain-
relief brackets, routing clips and guides, improved latches,
as well as a preinstalled bubble level for simple and
accurate installation. All housings also have field-installable
lock kits available for both cable entry and jumper side
doors.
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Normen

RoHS Frei von gefährlichen Substanzen gemäß RoHS 2011/65/EU

Specifications

Allgemeine Eigenschaften

Anwendung Unternehmensnetzwerke

Montageart Wandmontage

Produkttyp Wandmontierbare Anschlusskomponenten

Design

Part Number Gehäusetyp

WCH-02P WCH

WCH-04P WCH

WCH-06P WCH

Für 6 CCH Adapterpanels/Einschübe
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Dimension

Part Number Höhe Breite Tiefe

WCH-04P 14,1 in 16,1 in 4,2 in

WCH-06P 14,1 in 16,1 in 5,7 in

WCH-02P 7,4 in 16,1 in 4,2 in
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